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STANDARD AND OPTIONAL EQUIPMENT

Engine
●● Doosan D24, Stage V compliant, with DOC and DPF
●● Auto-idle function

Hydraulic system
●● Boom and arm flow regeneration
●● Swing anti-rebound valves
●● Spare ports (valve)
●● Breaker piping 2-ways
●● Cylinder cushioning & contamination seals

Cab & Interior
●● Sound-insulated and CabSus mounted cab
●● Heated, adjustable air suspension seat with adjustable headrest and 
armrest

●● Air conditioning with climate control
●● Pull-up type front window with sun roller blind and removable lower front 
window

●● Sliding left & right window
●● Intermittent windshield wiper
●● Rear window defroster switch
●● Adjustable PPC wrist control levers for arm, boom, bucket and swing
●● Joysticks and pedal provide proportional control of auxiliary lines for 
attachments

●● Adjustable tiltable steering column
●● Jog shuttle switch
●● 7” (18 cm) TFT LCD color monitor panel
●● Attachment management system
●● Engine speed (RPM) control dial
●● Automatic travel speed
●● 3 power modes & 3 work modes
●● Electric horn
●● Cigarette lighter
●● Ceiling light
●● Cup holder
●● Multiple storage compartments (e.g. document holder under seat)
●● Storage area (tools, etc.)
●● Hot and cool box
●● Flat, spacious, easy-to-clean floor
●● Master key
●● Anti-theft protection
●● 12 V spare power socket
●● Serial communication port for laptop PC interface
●● Remote radio ON/OFF switch
●● Radio with Bluetooth

Safety
●● Roll Over Protective Structure (ROPS)
●● Boom and arm cylinder safety valves
●● Overload warning device (OWD)
●● Rotating beacon
●● Rear-view camera
●● Hydraulic safety lock lever
●● Safety glass
●● Hammer for emergency escape 
●● Right and left rear-view mirrors 
●● Lockable fuel cap and covers 
●● Battery cut-off switch 
●● Engine restart prevention system 
●● Parking brake 
●● Work lights (2 front frame, 1 front cab-mounted, 1 rear cab-mounted, 2 
boom-mounted)

○○ LED additional worklamp 
○○ LED type mono boom lamp 
○○ 360° view camera
○○ Ultrasonic sensors

Other
●● Boom: 3000 mm – arm: 1600 mm – counterweight: 246 kg 
●● Auto shut-off fuel filler pump 
●● Air cleaner and pre-filtered Cyclone Turbo dust separator 
●● Fuel pre-filter with water separator sensor 
●● Screen for radiator/oil cooler 
●● Self-diagnostic function 
●● Alternator (12 V, 90 A) - Battery (12 V, 100 Ah) 
●● 2-speed travel system 
●● Remote greasing for swing circle and work group pivot points 
●● Guards for work lights 
○○ 1900 mm arm 
○○ Rotating piping (Pero)
○○ Clamshell piping
○○ Quick coupler piping 
○○ Road homologation (depending on countries)

Undercarriage
●● Rear dozer blade and front cradle 
●● Single tires 12-16.5-12PR 
●● Front axle oscillation lock modes (On/Off/Auto) 
●● Lockable toolbox 
●● Rear & front chain tightening eyes
○○ Double tires 8.25-15, 14 PR 

●  Standard  ○  Optional
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